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CFM series 
Carbon Film MELF Resistors 
 
 Features  

  » SMD style carbon resistor. 
  » Free direction for mounting due to cylindrical design. 
  » High solder ability due to specially plated electrodes. 

    » Electrodes strength is higher than flat chip resistors. 
    » Lower current noise than thick film flat chip resistors. 
    » Suitable for reflow, flow and iron soldering. 

 
 Application 

» Telecommunication  
» Medical Equipment  
» Control Systems 
 
 

  Dimension 
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 Derating Curve 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 Part Number 
 
  CFM         B             25S               G                R                -             1K        
                                                                                                                               

Type        Size           Watt          Tolerance       Packing         Special       R value      
 
CFM A=0102 1/8W =12 G = ± 2% R = Taping Reel Base 1KΩ = 1K 

 B=0204 1/4WS=25S J = ± 5% B = Bulk on 100Ω = 100R 
 C=0207 1/4W=25   Spec.  
 C=0309 1/2WS=50S     
  1W=100     
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 Recommended soldering conditions 
 
 

 
 
 
 
 
 
 Specification 

Size 
Power 

rating at 
70℃ 

Resistance Operating 
Temp. 
Range 

Max. 
Working 
Voltage 

Max. 
Overload 
Voltage ±2% ±5% 

0102 0.125W 
(1/8WS) 1Ω-1M 1Ω-1M 

-55℃ to 
+155℃ 

 

150V 300V 

0204 

0.125W 
(1/8W) 

1Ω-1M 1Ω-1M 
200V 400V 

0.25W 
(1/4WS) 250V 500V 

0207 

0.25W 
(1/4W) 1Ω-1M 1Ω-1M 250V 500V 

0.5W 
(1/2WS) 1Ω-1M 1Ω-1M 300V 600V 

1WSS 
(1W) 1Ω-1M 1Ω-1M 400V 600V 

0309 0.5W 1Ω-1M 1Ω-1M 350V 700V 
1WS 1Ω-1M 1Ω-1M 500V 1000V 

 Operating Voltage=√(P*R) or Max. operating voltage listed above, whichever is lower. 
Overload Voltage=2.5*√(P*R) or Max. overload voltage listed above, whichever is lower. 
Faithfullink is capable of manufacturing the optional spec based on customer’s requirement. 
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 Environmental Characteristics 
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 Packing  
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